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1
AUTHENTICATION USING LIGHTS-OUT
MANAGEMENT CREDENTIALS

BACKGROUND

In a system that is configured for a lights-out management
(LOM) or out-of-band (OOB) management capability, a
device of the system may be operated remotely when the
system device is powered down. For example, the lights-out
management capability may be accessed by an authorized
user via a data port of the system device. An authorized user
may be authenticated by comparison of data (e.g. user name,
identification, information, or password) that is provided by a
user that is accessing device with credential data that is stored
in a data storage device that is associated with the system
device.

Many applications that run on a computing device, such as
an operating system or network access, also require authen-
tication of a user before permitting the user to access the
application. For example, logging in to a network or commu-
nicating with the network may include application of'a Secure
Shell (SSH) protocol.

BRIEF DESCRIPTION OF THE DRAWINGS

The subject matter regarded as the invention is particularly
pointed out and distinctly claimed in the concluding portion
of' the specification. The invention, however, both as to orga-
nization and method of operation, together with objects, fea-
tures and advantages thereof, may best be understood by
reference to the following detailed description when read
with the accompanied drawings in which:

FIG. 11s a schematic illustration of an example of a system
for application of authentication using lights-out manage-
ment (LOM) credentials;

FIG. 2 is a schematic illustration of an example of a system
device for application of authentication using LOM creden-
tials;

FIG. 3 is a flowchart depicting an example of a method for
authentication using LOM credentials; and

FIG. 4 is a flowchart depicting an example of application of
a method for authentication using LOM credentials to com-
munication using an SSH protocol.

DETAILED DESCRIPTION

In accordance with an example of authentication using
lights-out management (LOM) credentials, a system device
(e.g. a network server or other computer) may include cre-
dential-related data that is stored on a non-volatile data stor-
age device that is associated with the system device. For
example, the non-volatile data storage device may be associ-
ated with a lights-out management (LOM, alternatively
known as out-of-band, OOB, management) capability of the
system device. For example, an LOM capability may enable
an authorized user operating a remote device (e.g. that is
capable of communicating with the system device via a net-
work) to access and operate at least some capabilities of the
system device, even when the system device is shut down. For
example, an LOM capability may enable the authorized user
to remotely access and manipulate the system device without
starting an operating system on the system device. Commu-
nication between the remote device and the system device
may be in accordance with a communications protocol.

Data that is related to the credentials of the authorized user
may be stored on the non-volatile data storage device that is
associated with the system device. For example, a suitable
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2

non-volatile storage device may include a solid-state data
storage device that may be accessible when an electrical
power line to the system device is disconnected (main power
turned off). For example, the non-volatile data storage device
may be integrated into a circuit board (e.g. a mother board or
separate LOM-related card) that is associated with the system
device or with the LOM capability of the system device.

A user of aremote device that is attempting to interact with
the system device via the LOM capability of the system
device may be required to submit authentication data. For
example, an application running on the remote device that
communicates with the system device via the LOM capability
may require the user to enter authentication data via a user
interface. If the submitted authentication data is compatible
with the credentials that are store on the non-volatile data
storage device, the user may be allowed access to the system
device via the LOM capability.

An application that is running on the system device may
also require authentication of a user that is attempting to
operate the system. For example, authentication or verifica-
tion of a user’s identity may be required when starting or
restarting an operating system (e.g. Linux or Windows), con-
necting to a network (e.g. using a Secure Shell (SSH) proto-
col), or starting an application that runs under an operating
system. In accordance with an example of authentication
using out-of-band credentials, credentials used to authenti-
cate the user (e.g. user name, permissions, password, public
key), and that are stored in the non-volatile data storage
device, may be shared. Thus, the stored credentials may be
utilized by an LOM capability to authenticate a user, and by
an application running under an operating system.

A system may be configured for authentication using LOM
credentials. FIG. 1 is a schematic illustration of an example of
a system for application of authentication using LOM creden-
tials.

System 10 for application of authentication using LOM
credentials includes a system device 12. For example, system
device 12 may represent a computer or server. FIG. 2 is a
schematic illustration of an example of a system device for
application of authentication using LOM credentials.

System device 12 may include one or more of a processor
24, a data storage device 28, or a memory 32. Processor 24 of
system device 12 may be configured to operate in accordance
with stored programmed instructions. Processor 24 of system
device 12 may be capable of executing an application for
authentication using LOM credentials. Processor 24 may
include a single processor, or two or more intercommunicat-
ing data processing units.

Processor 24 may communicate with memory 32. Memory
32 may include one or more volatile or nonvolatile memory
devices. Memory 32 may be utilized to store, for example,
programmed instructions for operation of processor 24, data
or parameters for use by processor 24 during operation, or
results of operation of processor 24.

Processor 24 may communicate with data storage device
28. Data storage device 28 may include one or more fixed or
removable nonvolatile data storage devices. For example,
data storage device 28 may include a computer readable
medium for storing program instructions for operation of
processor 24. In this example, the programmed instructions
may take the form of communications module 30 for com-
municating with LOM enabling unit 14. It is noted that stor-
age device 28 may be remote from processor 24 or from
system device 12. In such cases storage device 28 may be a
storage device of a remote server storing communications
module 30 in the form of an installation package or packages
that can be downloaded and installed for execution by pro-
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cessor 24. Data storage device 28 may be utilized to store data
or parameters for use by processor 24 during operation, or
results of operation of processor 24.

Processor 24 may communicate with an output device 18.
For example, output device 18 may include a computer moni-
tor or screen. Processor 24 may communicate with a screen of
output device 18 to display a user interface or a notification
that is visible to a user. In another example, output device 18
may include a printer, display panel, speaker, or another
device capable of producing visible, audible, or tactile output.

Processor 24 may communicate with an input device 19.
For example, input device 19 may include one or more of a
keyboard, keypad, or pointing device for enabling a user to
inputting data or instructions for operation of system device
12 or processor 24.

Processor 24 may include or communicate with LOM
enabling unit 14. For example, LOM enabling unit 14 may be
incorporated into system device 12 as part of a circuit board
(e.g. a computer mother board) or as a separate unit, device, or
circuit board. LOM enabling unit 14 includes LOM data
storage unit 16. For example, LOM data storage unit 16 may
include a solid state or other non-volatile data storage device.
LOM enabling unit 14 and LOM data storage unit 16 may be
configured to operate on minimal electrical power (e.g. on
electrical power stored in a battery or capacitor), such that
LOM enabling unit 14 and LOM data storage unit 16 may
operate when electrical power to system device 12 is turned
off.

System device 12 may connect to network 20. For example,
system device 12 may communicate via network 20 with one
or more other devices or systems, such as remote device 22.
For example, remote device 22 may include one or more of a
processor or computer, an input device, or an output device.

LOM enabling unit 14 may be accessible via network 20,
e.g. to remote device 22. LOM enabling unit 14 may connect
to network 20 via a dedicated communications channel (e.g.
a dedicated port or cable), or via a communications channel
that is common to system device 12 and to LOM enabling unit
14.

An authorized user that operates remote device 22 may
access system device 12 via LOM enabling unit 14. For
example, an authorized user operating remote device 22 may
provide identification data via a user interface that is running
on remote device 22. The provided identification data may be
authenticated in accordance with data that is stored in LOM
data storage unit 16. For example, a user name or password
provided by the user via remote device 22 may be compared
to, or analyzed in light of, data that is stored in LOM data
storage unit 16. Data that is stored in LOM data storage unit
16 may include data that indicates which permissions are
granted to each authorized user. For example, an indicated
permission may indicate whether or not the authorized user is
permitted to perform a particular operation on system device
12.

Access to system device 12 via LOM enabling unit 14 may
enable performance of operations on system device 12 when
power to system device 12 is turned off, or when no operating
system is running on system device 12. Such operations may
include, for example, powering on system device 12, install-
ing or starting up an operating system on system device 12, or
modifying system firmware.

System device 12 may be configured to operate in a manner
that requires authentication. For example, system device 12
may be configured to access network 20 using an SSH pro-
tocol. Thus, when communicating via network 20, system
device 12 may be required to provide information that is
related to data such as, for example, an authorized party
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identification or a public key, for establishing secure commu-
nications between system device 12 and another device, e.g.
remote device 22. In accordance with an example of authen-
tication using LOM credentials, credential data for providing
such required information may be stored and retrieved from
LOM data storage device.

For example, list of remote users or devices that are autho-
rized to access system device 12 via LOM enabling unit 14
may partially or completely overlap a list of remote users or
devices with which secure communication is authorized.
Thus, single list of such authorized remote users or devices
may be stored in LOM data storage unit 16. In this manner, a
remote user or device may be entered once, thus enabling
entry of such credential data only once.

In operation, system device 12 may execute a method for
authentication using LOM credentials.

FIG. 3 is a flowchart depicting an example of a method for
authentication using LOM credentials. Authentication
method 100 may be executed by a processor of a system
capable of authentication using LOM credentials. Authenti-
cation method 100 may be executed upon a request or com-
mand that is issued by a user, or automatically issued by
another application.

It should be understood with respect to all flowcharts ref-
erenced herein that the division of an illustrated method into
discrete operations represented by blocks of the flowchart has
been selected for convenience and clarity only. Alternative
division of the illustrated method into discrete operations is
possible with equivalent results. Such alternative division of
the illustrated method into discrete operations should be
understood as representing other examples of the illustrated
method.

Similarly, it should be understood that, unless indicated
otherwise, the illustrated order of execution of the operations
represented by blocks of any flowchart referenced herein has
been selected for convenience and clarity only. Operations of
the illustrated method may be executed in an alternative order,
or concurrently, with equivalent results. Such reordering of
operations of the illustrated method should be understood as
representing other examples of the illustrated method.

Authentication method 100 may be executed when user
data is received that requires authentication (block 110). For
example, user data may be received when a user requests to
perform an operation related to a system device of a system
that implements authentication using [LOM credentials. An
appropriate application may be configured to authenticate the
user and verify that the user is authorized to perform the
operation.

LOM credential data may be received from an LOM data
storage unit (block 120). For example, the LOM data storage
unit may include a table of users and data related to the users.
The data related to the users may include data that may be
utilized to authenticate a user or data that indicates whether
the user is authorized to perform the requested operation.

The user data may be compared with the LOM credential
data to verify whether the user data is authenticated (block
130). For example, authentication may verify the user’s iden-
tity and may indicate if the user is authorized to perform the
requested operation.

If the user data is authenticated, the operation may be
performed (block 140). For example, the user may be granted
access to data stored by the system device, to communicate
with the system device, or to perform an operation on the
system device.

Ifthe user data is not authenticated, the request to perform
the operation is denied (block 150). A notification may be sent
to the user of the denial.
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A particular example of application of authentication
method 100 may be applied with respect to secure commu-
nications, e.g. via an SSH protocol. FIG. 4 is a flowchart
depicting an example of application of a method for authen-
tication using LLOM credentials to communication using an
SSH protocol.

SSH authentication method 200 may be executed when
user data for SSH communication is to be updated (block
210). For example, user data may be updated when an oper-
ating system on a system device (e.g. a server) is booted or
initialized, at predetermined or periodic intervals, in response
to a predetermined condition, or upon a user request.

Credential data may be retrieved from an LOM data stor-
age unit (block 220). For example, the credential data may be
in the form of a table. Credential data in the table may include
user identification data associated with a list of public keys for
use in secure communications with each of the users.

A list of users that are authorized to securely communicate
with the system device may be updated in accordance with the
retrieved data (block 230). For example, the credential data
stored on the LOM data storage unit may be updated when-
ever a new user receives authorization to securely communi-
cate with the system device, or when authorization is can-
celled for a user. A current list of users that is utilized by the
system device, e.g. in a memory that is associated with the
system device, may be updated in accordance with the
retrieved credential data. For example, a user appears in the
credential data table but not in the current list may be added to
the current list. A user that appears in the current list but not in
the credential data may be removed from the current list.

Public keys for the users in the current list may be installed
(block 240). Installing the public keys may enable secure
communications (e.g. via an SSH protocol) between the sys-
tem device and each user that is associated with an installed
public key.

In accordance with an example of a method for authenti-
cation using LOM credentials, a computer program applica-
tion stored in a computer-readable medium (e.g., register
memory, processor cache, RAM, ROM, hard drive, flash
memory, CD ROM, magnetic media, etc.) may include code
or executable instructions that when executed may instruct or
cause a controller or processor to perform methods discussed
herein, such as an example of a method for a method for
authentication using LOM credentials. The computer-read-
able medium may be a non-transitory computer-readable
media including all forms and types of computer-readable
media except for a transitory, propagating signal.

We claim:

1. A method comprising:

receiving a first request by a user, the first request being
received over a network by a light-out management
(LOM) enabling unit, the first request being received
while a host server hosting the LOM enabling unit is in
a powered-down state;

in response to receiving the first request, retrieving, by the
LOM enabling unit, a LOM credential from a LOM data
storage unit of the LOM enabling unit, wherein LOM
credentials indicate which permissions are granted to
each user from a group of users, and wherein users are
added, removed, or both, from the group of users;

authenticating, by the LOM enabling unit, the user based
on the LOM credential from the LOM data storage unit,
wherein the LOM data storage unit includes a current
table of users, and wherein the current table of users is
modified upon booting a host server operating system;

5

10

15

20

25

30

35

40

45

50

55

60

65

6

upon authentication of the user in response to the first
request, the LOM enabling unit fulfilling or enabling the
user to fulfill the first request;

powering up the host server hosting the LOM enabling unit

after fulfilling the first request;

receiving, by an application executing on the host server

using a processor that is separate from the LOM
enabling unit, a second request from the user to perform
an operation, wherein the second request is different
from the first request;

in response to receiving the second request, retrieving, by

the application, the LOM credential from the LOM data
storage unit;

authenticating, by the application, the user based on the

LOM credential that is retrieved from the LOM data
storage unit; and

upon authentication of the user in response to the second

request, the application fulfilling or enabling the user to
fulfill the second request.
2. The method of claim 1, wherein the LOM credential
includes data of a type selected from a group of credential
data types consisting of: user identification, password, per-
mission, and a public key.
3. The method of claim 1, wherein authenticating the user
includes modifying on the basis of the retrieved LOM cre-
dential, the current table of users that are authorized to per-
form the operation.
4. The method of claim 3, wherein modifying the current
table of users includes adding a user to the current table of
users when that user is not included in the current table of
users and the retrieved credential data indicates that the user
is authorized to perform the operation.
5. The method of claim 3, wherein modifying the current
table of users includes removing a user from the current table
ofusers when that user is included in the current table of users
and the retrieved credential data does not indicate that the user
is authorized to perform the operation.
6. The method of claim 1 further comprising issuing a
notification if the authentication of the user is not successful.
7. The method as recited in claim 1 wherein the operation
is selected from a set consisting of starting an operating
system, restarting the operating system, starting an applica-
tion that runs under the operating system, and connecting to a
network using a secure-shell protocol.
8. A non-transitory computer-readable storage medium
having stored thereon instructions that when executed by
hardware will cause the hardware to perform the method of:
receiving a first request by a user, the first request being
received over a network by a lights-out management
(LOM) enabling unit, the first request being received
while a host server hosting the LOM enabling unit is in
a powered-down state;

in response to receiving the first request, retrieving, by the
LOM enabling unit, a LOM credential from a LOM data
storage unit of the LOM enabling unit, wherein LOM
credentials indicate which permissions are granted to
each user from a group of users, and wherein users are
added, removed, or both, from the group of users;

authenticating, by the LOM enabling unit, the user based
on the LOM credential from the LOM data storage unit,
wherein the LOM data storage unit includes a current
table of users, and wherein the current table of users is
modified upon booting a host server operating system;

upon authentication of the user in response to the first
request, the LOM enabling unit fulfilling or enabling the
user to fulfill the first request;



of claim 8, wherein authenticating the user includes modify-
ing on the basis of the retrieved LOM credential, the current
table of users that are authorized to perform the operation.

of claim 10, wherein modifying the current table of users
includes removing a user from the current table of users when
that user is included in the current table of users and the
retrieved LOM credential does not indicate that the user is
authorized to perform the operation.
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powering up the host server hosting the LOM enabling unit
after fulfilling the first request;

receiving, by an application executing on the host server
and not executing on the LOM enabling unit, a second
request from the user to perform an operation, wherein 3
the second request is different from the first request;

in response to receiving the second request, retrieving the
LOM credential from the LOM data storage unit;

authenticating, by the application, the user based on the
LOM credential; and

upon authentication of the user in response to the second
request, the application performing or enabling perfor-
mance of the operation.

9. The non-transitory computer-readable storage medium

10

15

of claim 8, wherein the credential data includes data of a type
selected from a group of credential data types consisting of:
user identification, password, permission, and a public key.

10. The non-transitory computer-readable storage medium
20

11. The non-transitory computer-readable storage medium

of claim 10, wherein modifying the current table of users
includes adding a user to the current table of users when that
user is not included in the current table of users and the
retrieved LOM credential indicates that the user is authorized
to perform the operation.

25

12. The non-transitory computer-readable storage medium
30

35
13. The non-transitory computer-readable storage medium

of claim 8, comprising issuing a notification if the authenti-
cation of the user is not successful.

14. A system comprising a host server and a lights-out

management (LOM) enabling unit, the LOM enabling unit
being hosted by the host server, wherein:

8

the LOM enabling unit includes a LOM data storage com-
ponent for storing a LOM credential for use in authen-
ticating a user while the host server is in a powered down
state;

the host server including a processing unit and a computer-

readable medium, the processing unit being separate

from the LOM enabling unit and running under an oper-

ating system, wherein the computer-readable medium

contains a set of instructions that, when executed by the

processing unit, cause the processing unit to:

receive a request from a user to cause the processing unit
to perform an operation when the host server is in the
powered down state;

retrieve the LOM credential from the LOM data storage
component, wherein the LOM enabling unit is con-
figured to use the LOM credential to authenticate the
user to access the LOM enabling unit, wherein LOM
credentials indicate which permissions are granted to
each user from a group of users, and wherein users are
added, removed, or both, from the group of users;

authenticate the user on the basis of the retrieved LOM
credential from the LOM data storage component,
wherein the LOM data storage component includes a
current table of users, and wherein the current table of
users is modified upon booting a host server operating
system; and

upon authentication of the user in response to the
request, enable the user to perform the operation.

15. The system of claim 14, wherein the processing unit is
configured to communicate with a remote device via a net-
work.

16. The system of claim 15, wherein the processing unit is
configured to communicate via the network using a Secure
Shell (SSH) protocol.

17. The system of claim 16, wherein the processing unit is
configured to obtain a public key from the retrieved LOM
credential to enable communication via the SSH protocol.

18. The system of claim 14, wherein the LOM credential
includes data of a type selected from a group of credential
data types consisting of: user identification, password, per-
mission, and a public key.

#* #* #* #* #*



